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INNOVATIVE,  
ELEGANT DESIGN.

A state‑of‑the‑art POS system featuring a modern, elegant and slim design. 
A design that adds style and a distinctive character to your point of sale. 
Elegance and durability are ensured by the die‑cast aluminum housing. 
 
The slim frame design reduces overall space requirements while  
maximizing the visible screen area.  
Naturally protected with the Care‑Gold warranty.
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Where design meets technology, per-
fection is born. 
 
Thanks to the exclusive Orderman  
cooling technology, Magellan Easy  
always remains at the optimal operating  
temperature even on the most  
demanding days. 
The aluminum components not only 
add elegance but also dissipate heat 
with outstanding efficiency, ensuring top 
performance and absolute reliability.

Fanless Optimized 
temperature control

reduced 
light refraction

Optimal 
visibility.

Maximum visibility,  
minimal space requirements. 
 
The display with optical bonding  
technology delivers clear, reflection‑free 
images—even under challenging  
lighting conditions—while also  
protecting the operator’s eyes. 
The ultra‑slim frame adds elegance and 
increases the visible area, enhancing 
point‑of‑sale efficiency.
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Modell Magellan Easy N97 Magellan Easy N305

System

Prozessor Intel® Alder Lake N97 - up to 3,6 GHz 
(fanless)

Intel® Alder Lake N305 - up to 3,80 GHz 
(fanless)

RAM 8 GB SO-DIMM DDR4 (3200 MHz x 1 - max. 16 GB optional)

SSD / Grafic 128 GB (NVMe M.2 2280) - Intel® UHD Graphics

Operationg System Windows 10 IoT Enterprise(64bit), Windows 11 IoT Enterprise(64bit)

Display
15“ LED Backlight (1024 x 768 - 4:3)

or 
15.6“ LED Backlight (1920 x 1080 - 16:9)

Interfaces I/O

USB 3 x USB 2.0 (rear) 
2 x USB 3.0 , 1 x USB Type-C (DP alt mode support) - (side)

Serial 3 serial (3 x RJ50)

Cashdrawer
1x RJ11 for Cashdrawer 

(24 V DC output. Can control two cash drawers simultaneously.)

LAN 1 x RJ45 (Base-T 10,100,1000 Mbps Ethernet) 

Display  
Extension 2 x MiniDP (PrimaryDisplay, secondary Display)

Options

 
Customer Display grafisches Kundendisplay 9.7“ - mit einzelnen Kabel (Strom und Daten)

 
Customer Display 

2x20 FSTN LCD Type (20 Zeichen x 2 Zeilen)

Dallas Sign-In Dallas Reader(i-button): 6 characters / prefix und suffix

Addimat Sign-In Addimat Reader

MSR Magnetic Stripe Reader: ISO 7811 ID-1 All tracks

WLAN + BT WiFi 802.11 b/g/n/ac, Bluetooth 5.1

Audio Speakers 1 × 3 W

Power Supply DC 12V/5A (AC 100V~240V, 60W) DC 12V/7A (AC 100V~240V, 84W)

Certifications EMC & Security CE, FCC, KC

Warranty 2 years Care-Gold (extendible to 5 years)
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