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1. 
CHOOSE SETUP 

4. 
CHOOSE PERIPHERALS 

CUSTOMER DISPLAY: 11,6” | 15,1” | 15,6” | 21,5”

 2X20 CUSTOMER DISPLAY

 DALLAS SIGN IN

ADDIMAT SIGN IN

FINGERPRINT READER

NFC READER

2D BARCODE SCANNER

MSR READER

LIGHT BAR

2. 
CHOOSE DISPLAY

11,6” | 15,1” | 15,6” | 21,5”

3. 
CHOOSE MOUNTING

VESA , POLE OR STAND, 

11,6” 15,1” 15,6” 21,5”

PORTRAIT OR LANDSCAPE
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MAGELLAN FLEX
 

Fingerprint        NFC           Scanner          MSR       Light Bar
Dallas 

Addimat
Sign-In

Magellan Flex impresses with its sleek, elegant design and remarkable versatility. Whether
running Windows (N95/N97 or i3-N305 processor) or Android 13 with GMS (MT8390
processor), or as a touch display in various sizes – this device adapts to any environment.
Numerous interfaces and options make it a true all-rounder for modern POS solutions.
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Modell Magellan Flex Android Magellan  Flex Monitor

System

Processor
Media Tek Genio 700 

(MT8390)
–

RAM 8 GB LPDDR4 8 GB DDR4 –

SSD 128 GB eMMC 128 GB Embedded UFS –

I/O Ports

USB Type-A 4 × USB-A 2.0 2 × USB-A 2.0, 2 × USB-A 3.0 –

USB Type-C
1 × USB 3.0 full-functioned 

(DP / PD 5V / 2A, 12V / 1A)
1 × USB 3.0 full-functioned 

(DP / PD 5V / 2A, 12V / 1A)

1 × USB 2.0, supports Alt 
mode with PD (5V / 3A, 

12V / 1.25A) from the system

FeDP
 1 × proprietary  

miniDP (for 2nd display)
 1 × proprietary  

miniDP (for 2nd display)
1 × proprietary miniDP

Serial Port
1 × RJ48 (Powered RS232) 

(default: 0V; control by fac-
tory by project: 5V, 12V)

1 × RJ48 (Powered RS232) 
(default: 0V; control by fac-

tory by project: 5V, 12V)
–

LAN 1 × RJ45 1 × RJ45 –

Cash Drawer
1 × RJ11 (12V) (Support 1 Y-ca-

ble for 2 Cash Drawer)
1 × RJ11 (12V) (Support 1 Y-ca-

ble for 2 Cash Drawer)
–

DC Jack 1 × 2pin 1 × 2pin 1 × 2pin

HDMI – – 1× HDMI

Communication WLAN + BT WiFi 6 + BT5.2 WiFi 6 + BT5.2 (Option) –

Audio Speaker 1 × 3 W  1 × 3 W (option)

Power Power Supply 65W / 12V

Certificate EMC & Safety FCC, CE, LVD

Environment

Operating  
Temperature

0°C ~ 35°C (32°F ~ 95°F)

Storage 
Temperature

-20°C ~ 60°C (-4°F ~ 140°F)

Humidity 20 % ~ 85 % RH non-condensing

Dimension (System) WxDxH

Panel PC/Monitor
11.6»: 290 × 195 × 36 mm
15.1»: 343 × 271 × 42 mm
15.6»: 373 × 238 × 38 mm
21.5»: 518 × 310 × 46 mm

with POS Stand
11.6»: 290 × 195 × 271 mm
15.1»: 343 × 271 × 320 mm
15.6»: 373 × 238 × 303 mm
21.5»: 518 × 310 × 334 mm

Operating System OS Supported Android 13.0 (GMS)
Windows 10 IoT,  

Windows 11 IoT, Linux
–

Warranty 2 years Care Gold (extendible up to 5 years)

MAGELLAN 
FLEX

 Salzburg(A), Bolzano(I), Marcon(I) and Dubai(UAE)

Magellan Flex
N95/N97/i3-N305

Intel® Alder Lake
N95/N97 / i3-N305


